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INTRODUCTION

Background

Esquire Engineering Ltd has been commissioned by London Borough of Barnet to
undertake a Parking Stress surveys on the roads in the Brent Cross area —UC4 and
UCS5 sections. The roads are not within any Controlled Parking Zone (CPZ) and thus
do not have any parking restrictions.

Parking Stress Surveys will form an important requirement of the parking review
process. They will provide information on the level of parking supply, demand and
identify areas of parking stress. The need for parking surveys will apply to both the

Controlled Parking Zones (CPZ) and non-CPZ areas of the borough.

According to the brief received from Barnet Council, Parking Stress surveys are
required for four weekdays and two weekends (excluding public holidays and

school holidays) on multiple residential roads.

This report is prepared based on the data that was collected on Tuesday 27 August
2024, Thursday 29 August 2024 and Saturday 31 August 2024 following the
opening of the Brent Cross West train station on 10 December 2023.

The on-street survey was conducted on the following roads as listed below in
Table 1.

Table 1: List of Surveyed Roads

Claremont Road from JW Tilling Road

and Brent Terrace (South) Brent Terrace Clitterhouse Road

Haider Close Swannell Way Whitefield Avenue

Marble Drive Prayle Grove Pearl Close

Amber Grove

Wallcote Avenue

Grampian Gardens

Cotswold Gardens

Purbeck Drive

Pennine Drive

Cleveland Gardens

Cumbrian Gardens

Cheviot Gardens

Malvern Gardens

Chiltern Gardens

Mendip Drive

Quantock Gardens

Jade Close

Clitterhouse Crescent
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Controlled Parking Zones (CPZ)

The densely populated nature of the Brent Cross area, with its competing land use
demands, has placed pressure on kerbside parking provision, with many areas
historically suffering from high levels of parking stress. This can lead to discontent
amongst residents, businesses, and other road users, as well as having a negative

impact on the economic vitality of the area.

Parking Survey Objectives

The objective of the parking stress surveys is to determine the level of parking
stress on a street-by-street basis across the survey area during a typical weekday
and Saturday. The aim is to provide an understanding of parking supply (including
the different types of kerbside parking), demand (including length of stay) and user
characteristics (resident / non-residents, short-stay / long-stay) throughout the

survey periods.
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Site Location

Figure 1 below provides an overview of the study area for the Parking Stress

survey.

Figure 1: Location Map of Survey area
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Due to its proximity with Brent Cross tube station and Cricklewood train station,
these roads are heavily used by both residents and non-residents to park on these
roads. This leads to congestion, dispute between motorists and visibility issues for

residents trying to access or egress their driveway.
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EXISTING PARKING RESTRICTIONS

Kerbside Restrictions

The study area is within the Burnt Oak North (BON) CPZ zone which has

restrictions that operate every day from 8am to 6:30pm.

The following restrictions broadly cover those found on site:
e Double yellow lines (no waiting at any time);
e Single yellow lines (no waiting between specified times);
e Disabled parking bays;
e Loading bays;
e Bus Stops;
e School Keep Clear markings;
e Pedestrian crossing zig-zag markings
e Access protection markings (H -Bars); and

e Shared use (resident and business) bays.

Unrestricted Kerbside Space
In addition to the formal and informal kerbside restrictions, the unrestricted
kerbside space is broadly formed of:

e Unrestricted parking areas;

e Dropped kerbs; and

e Accesses.

Waiting Restrictions

Double yellow lines are located throughout the study area at junctions and in other
areas that are considered unsafe for parking. This can include narrow roads and
pinch points in the carriageway.

Single yellow lines are also present in several locations, restricting waiting
between certain times but generally allowing overnight parking to alleviate the

parking stress for residents of the area.
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Parking Bays

There are some disabled (Blue Badge) parking spaces are provided in each area.
Most of the disabled bays identified within the study areas are situated outside
residential properties. These bays are reserved for anyone in possession of a Blue

Badge and are in operation 24 hours a day, seven days a week.

Other Controlled Areas
Bus stops, school keep clear markings, and pedestrian crossing zig-zag markings
are in specific parts of the study area; these restrict the kerbside parking and

loading within these locations.

Access Protection Markings (H - Bars)
Access protection markings are provided across the study area and are used to
discourage obstructive parking and to help maintain safe access to buildings and

services.
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SURVEY METHODOLOGY

The following parking stress survey methodology was agreed with London Borough

of Barnet in advance of surveys undertaken.

Surveys were carried out on Tuesday 27 August 2024, Thursday 29 August 2024 and
Saturday 31 August 2024 from 08:00am - 10:00am, 12:00pm - 02:00pm, 03:00pm -
05:00pm and 07:00pm - 09:00pm.

These provide a representation of weekdays and weekend days, which are likely

to have different parking patterns and characteristics.

Pre-Survey Assessment

An initial assessment was undertaken to establish baseline information on the
different types of kerbside restrictions and the distances of all kerb side space
located on the public highway, noting areas of restricted and non-restricted

carriageway.

Based on the above information, the carriageway was split into theoretical spaces
for parking, either as unrestricted kerbside or fully, or partially, restricted kerbside

e.g., single, or double yellow lines.

Each individual section of carriageway was measured and divided by 5 metres
(assumed to be a typical vehicle length). The results were rounded down for all
calculations e.g., if a length of restriction was only 4 metres, then it was not

classified as a place to park.

Survey

Surveyors walked the study area undertaking the survey from 8am till 9pm. This
ensured that the data was captured regularly across the day, including periods of
high demand. It also enabled parking patterns, such as durations of stay, to be

identified.
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The number of vehicles parked upon each designated parking section of restriction
was noted during survey, along with the vehicle registration number to ascertain

length of stay.

Survey Monitoring

The survey supervisor from Esquire Engineering team attended the site during the
survey to ensure that adequate resources were deployed; and to undertake spot
check surveys on several roads in each area. This allowed for cross- referencing of

the data to ensure that reliable results were obtained during the analysis.

Survey Output
The output of the survey permits an assessment of:

e The available supply of unrestricted parking spaces on each side of the
carriageway in each section of road, along with the amount of restricted
carriageway (e.g., single yellow line);

e Occupancy levels on a street-by-street basis for each side of the
carriageway, for the length of the survey; and

e Duration of stay of vehicles.

Assessment Criteria

Parking stress is a measure of demand for parking and is defined by the number of
vehicles parked in relation to the on-street capacity. This is usually expressed as a
percentage figure of the overall capacity. For example, 75% parking stress
indicates that three-quarters of all available parking spaces on a road is taken up

by parked vehicles.

If a road shows parking demand more than supply (occupancy >100%) this does
not necessarily indicate that all kerb side space is occupied, as many streets have
waiting restrictions. For example, a road may have double yellow lines along its

length which would be classified as having no parking capacity.
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4. ANALYSIS & RESULTS

Introduction

4.1 A parking stress survey is becoming increasingly used as a key to understand the

parking usage and the trends in an area, a road, or a car park.

4.2 The primary focus of this section of the report is on the maximum observed level
of parking within each street. It focuses, primarily, on the kerbside parking
provision and off-street parking spaces that are available to provide an underlying
assessment of parking situation on weekdays and weekends. Additional
information is then provided about other kerbside restrictions (e.g., yellow lines,

etc.) and the associated levels of parking on these areas.

4.3 The parking stress survey aims to recognise:
e How much parking is provided in the specific study area;
e How parking is being utilised; and

e If demand exceeds capacity.

PARKING SUPPLY, DEMAND and OCCUPANCY

On-Street Parking Supply

4.4 Of the roads surveyed, the parking spaces on each of these roads are provided

overleaf in Table 2.

11
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Roads Parking Supply

Claremont Road from JW Tilling Road and Brent Terrace

(South) 7
Brent Terrace 120
Clitterhouse Road 55
Haider Close 2
Swannell Way 3
Whitefield Avenue 78
Marble Drive 30
Prayle Grove 95
Pearl Close 42
Amber Grove 5
Wallcote Avenue 35
Grampian Gardens 40
Cotswold Gardens 90
Purbeck Drive 12
Pennine Drive 80
Cleveland Gardens 60
Cumbrian Gardens 71
Cheviot Gardens 86
Malvern Gardens 22
Chiltern Gardens 35
Mendip Drive 10
Quantock Gardens 21
Jade Close 3
Clitterhouse Crescent 62

The parking stress results are graphically represented from Figure 2 to Figure 25.

The comparative results of parking stress levels between November 2023 and June

2024 are shown in Table 3 and graphically represented in Figure 26.
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Table 3: Comparative Summary

Week 1 -

Week 1-

Week1-

Week 2 -

Week 2 -

Week 2 -

Week 3 -

Week 3 -

Week 3 -

Tuesday Thursday Saturday Tuesday Thursday Saturday Tuesday Thursday Saturday
Maximum Maximum Maximum Maximum Maximum Maximum Maximum Maximum Maximum
Parking Parking Stress |Parking Parking Stress |Parking Stress |Parking Stress |Parking Parking Stress|Parking Stress
Stress (%) (%) Stress (%) (%) (%) (%) Stress (%) (%) (%)
Claremont Road from JW Tilling Road and 63% 7% 20% 63% 2% 6% 8% 38% 7%
Brent Terrace (South)
Brent Terrace 60% 58% 60% 73% 57% 65% 64% 63% 64%
Clitterhouse Road 85% 89% 94% 78% 93% 102% 87% 80% 91%
Haider Close 38% 25% 0% 0% 0% 0% 0% 0% 0%
Swannell Way 17% 0% 25% 0% 0% 0% 0% 0% 0%
Whitefield Avenue 72% 80% 64% 76% 67% 55% 38% 27% 33%
Marble Drive 68% 70% 27% 57% 63% 27% 50% 27% 20%
Prayle Grove 88% 87% 84% 88% 84% 83% 79% 89% 84%
Pearl Close 39% 1% 1% 33% 33% 43% 38% 43% 45%
Amber Grove 60% 30% 75% 60% 60% 80% 40% 60% 80%
Wallcote Avenue 76% 84% 89% 74% 83% 83% 74% 83% 77%
Grampian Gardens 73% 66% 56% 60% 65% 58% 50% 50% 68%
Cotswold Gardens 83% 82% 73% 87% 92% 83% 77% 70% 83%
Purbeck Drive 85% 67% 75% 100% 92% 92% 142% 167% 133%
Pennine Drive 82% 80% 58% 104% 99% 91% 105% 109% 110%
Cleveland Gardens 84% 73% 73% 85% 87% 85% 85% 98% 98%
Cumbrian Gardens 70% 67% 69% 79% 79% 82% 61% 70% 77%
Cheviot Gardens 79% 81% 75% 100% 102% 88% 97% 95% 85%
Malvern Gardens 77% 69% 53% 86% 73% 68% 59% 59% 55%
Chiltern Gardens 79% 81% 57% 83% 80% 91% 74% 77% 80%
Mendip Drive 55% 45% 10% 70% 80% 70% 60% 60% 60%
Quantock Gardens 71% 56% 69% 67% 86% 62% 62% 71% 62%
Jade Close 33% 25% 0% 0% 0% 33% 0% 0% 0%
Clitterhouse Crescent 81% 79% 84% 68% 58% 69% 63% 65% 69%




Figure 2: Claremont Road from JW Tilling Road and Brent Terrace (South)
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Figure 3: Brent Terrace
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Figure 4: Clitterhouse Road

16



Figure 5: Swannell Way
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Figure 6: Whitefield Avenue
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Figure 7: Marble Drive
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Figure 8: Prayle Grove
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Figure 9: Pearl Close
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Figure 10: Amber Grove
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Figure 11: Wallcote Avenue
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Figure 12: Grampian Gardens
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Figure 13: Cotswold Gardens
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Figure 14: Purbeck Drive
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Figure 15: Pennine Drive

27



Figure 16: Cleveland Gardens
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Figure 17: Cumbrian Gardens
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Figure 18: Cheviot Gardens

30



Figure 19: Malvern Gardens
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Figure 20: Chiltern Gardens
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Figure 21: Mendip Drive
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Figure 22: Quantock Gardens
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Figure 23: Clitterhouse Crescent
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Figure 26: The comparative results of parking stress levels between November 2023, June 2024 and August 2024
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END OF REPORT

36





